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Summary—In a majority of timing applications, a problem exists
in setting two or more clocks to agree with one another. Present
techniques using WWV or other HF broadcasts allow clocks to be
synchronized within 1 msec. This paper describes a method which
offers an improvement in synchronization of three orders of magni-
tude.

Microsecond synchronization is obtained by use of the Loran-C
navigation system as the link between a master clock at Boulder,
Colorado and any slaved clock anywhere in the Loran-C service
ared.

The timing system alse includes a unique method for distribution
of several time code formats on a single UHF channel.

INTRODUCTION

HREE solutions to the problem of time synchro-
nization of widely separated clocks have been
" proposed by Morgan.” These methods are:
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AFB, Mobile, Ala.
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YA, H. Morgen, “Precise Time Synclironization of Widely
Separated Clocks,” Nutl. Bur. of Standurds, Boulder, Calo., Tech,
Note No. 22; July, 1954,

1) Transportation of a master clock to each location
where synehronization is desired.

2) Two-way ftransmission of radio signals between a
master clock and the slave elock.

3) One-way transmission of radio signals from a master
clock to a slave clock.

The timing system which is described here uses one-way
transmission of LI radio signals [method 3] to svnchro-
nize a slave clock to a master clock and one-way trans-
mission of UHF radio signals to distribute time to the
user from the slave clock.

The WWV transmissions are perhaps the most widely
known and for many applications the most useful broad-
casts. The equipment required is both inexpensive and
readily available. Their major disadvantage is in the
accuracy of time synchronization available. While milli-
second time is accurate enough for many applications,
modern scientific measurements require at least one or
two and often three orders of magnitude better than
this. For this reason, several studies have been made on
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the stability of signals at LE and VLF.*™" As a result of
these and other studies, several systems have been pro-
posed which would supply standard frequency and time
on a world-wide basis. One of these, Loran-C, is already in
operation as a precise 100-ke navigation svstem.® The
operation of Loran-C is such that when synchronized to
a time and frequency standard, microsecond synchro-
nization i= available anyvwhere within the service area
of the system.”

Once a clock has been synchronized with the master
clock, the time information must be distributed to the
user. In order to cover the wide range of recorder appli-
cations, serial time codes are generated at rates from 1
ppm to 1000 pps. All these codes are time-division multi-
plexed on a single UHF channel for distribution to the
user. Thiz equipment will be deseribed after the clock
and its synchronization have been discussed.

MICROSECOND SYNCHRONIZATION

The Loran-C Navigation System

The Loran-C navigation system is a precise 100-ke
pulse system which obtains its accuracy by means of
pulse sampling. Fig. | shows the manner in which this
sampling is accomplished. A signal reflected from the
ivnosphere will arrive at the receiver with a random
phase relationship some time after the direct or ground
wave signal. A gate samples the signal ahead of the
arrival of the sky wave so that ouly the ground wave is
used to synchronize the system. The propagation time
of the ground wave can be calculated to 1 psee over a
land path and to 1/10 usec over a sea-water path.

The system consists of at least three stations, a master
and two or more slaves. On the East Coast Chain, the
slave stations are located at Jupiter Iulet, Fla., and
Martha's Vineyard, Mass. The master station is located
at Cape Fear, N. C. When used as a navigation system,
a hyperbolic line-of-position is determined by the master
station and each of the slaves. The intersection of these
lines-of-position (LOP’s) gives the location of the receiver
to better than 1000 feet at ranges of 1000 miles over sea
water and land.
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The National Bureau of Standards is proposing to
syuchronize the Loran-C system, which is operated by
the U. S. Coast Guard, with the United States Frequency
Standard (USFS) at Boulder, Colo.® Signals from the
Loran-C station at Cape Fear will be monitored and
compared against the USEFS. Corrections will be made to
the master oscillator at Cape Fear to keep the synchro-
nization well within a microsecond of the USFS. Another
more refined and more expensive plan proposes the
establishment of a Loran-C station between Cape Fear
and Boulder. This plan has two very definite advantages.
First, the Last Coast Chain would be expended to a star,
providing navigation coverage of the Great Lakes and
the Gulf of Mexico. Second, very good ground wave signals
would be available at Boulder. This star chain plus a
station located in the southwestern United States would
provide Loran-C coverage for the entire continental
United States. The entite system could be easily monitored
at Boulder.,

A Loran-C Clock

In order to fully utilize the capabilities of the Loran-C
system for timing, a clock of some type is required. This
clock must be capable of resolving time to 1 usee, it must
be capable of being easily synchronized by the Loran-C
signals, and the time in the clock must be in a format
that can be used external to the clock. Such a clock has
been coustructed at the Boulder Laboratories of the
National Bureau of Standards. Fig. 2 shows the manner
in which this clock is constructed. The Loran-C receiver
fits in the space on the right. The space on the left is
occupied by the clock. .\ visuul readout is visible directly
above the monitor oscilloseope in the center section.

Clock Divider: The clock divider consists of 15 tro-
choidal beam-switeching tubes operating as decimal
counters. These tubes arve arranged so that the first
operates at 1 Me, the second ar 100 ke, and so on to the
15th, which operates every 100 days.

8 Staff, Nutl. Bur. of Standards, Boulder Labs,, “National stan-
dards of time and frequency in the United States,”’ Proc. IRE
{Correspondence), vol. 48, pp. 103--106; Jannary, 1960,
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Fig. 2— A Loran-C clock.

Fig. 3 shows a typical divider stage. The arry output
for the previous stage is produced hy gating the input
pulse rate with the number nine output from the previous
beam-switching tube. This method reduces the carry
propagation time through the divider to less than 1 usec.
The carry output is used to trigger a bistable multi-
vibrator which drives {he b an-switching  tube. An
additional input to the histable multivibrator allows
counts to be added to each decade as an aid tn svnchro-
nizing the clock.

The first counter ix driven directly by the megacyele
pulses from the pulse generator and no gating is involved.
The seconds and minutes counters are arranged to reset
to zero by themselves on their 60th count. The hours
counters are reset automatically to zero on their 24th
count. The days counters arve allowed to count to 399
before they reset. This requires a manual clock reset
once a year.

Readout Register and Display: The readout register
must, upon command, store and display the time of the
command. The manner in which this iz accomplished is
demonstrated in Fig. 4. Rince the read command ean
occur randomly, it ix used to seleet one of 1the miero-
second pulses. This pulse is then delaved Tess than 1
usec to insure that all the beam-switching fubes are in a
stable state. Each output from the beam-switching tubes
is connected to one input of an AND gate. The delayed
read command is connected to the other gate input and
to the reset input of a bhistable multivibrator, The gate
output triggers a monostable multivibrator. The Pulse
from the monostable multivibrator trailing edge ix fed
to the set input of the histable. Thus, 10 histable multi-
vibrators will store the munber in the deeade wntil the
next read command.

Two types of display are availuble. The output from
the bistable is permancntly connected to s incandeseent
display. This readout ix alwavs visible to the aperator
and is required to svichronize the clock. Also available
is a high-speed photographic readout. The output from
the monostable multivibrator Hushes a “nixie” indicator
tube for 200 wsec. This readout is useful for rapidly
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recording the time of a diserete event to the nearest
microsecond,

The time between successive read commands must he
sufficient to allow the monostable multivibrators to
recover. The prototype requires 200 wsec to recover.
This means the read commands cannot oceur closer
together than 400 psec.

Synchronization of the Clock: The Loran-C receiver
provides two types of information to the clock, both of
which must be used to obtain the desired microsecond
synchronization. This information is derived from the
100-ke carrier and from the pulse rate which js trans-
mitted.

Frequency synchronization: Before any thought can be
given 1o synchronizing a clock in time, a stable and
aceurate frequency source must be available, Fig. 5
shows the manner in which this frequency is derived
frony the Loran-C receiver. The local oseillator supplies
500 ke to two phase shifters. The number one shifter is
driven directly from a servo motor and number 1wo is
driven by the same motor through a cluteh. The output
from the first phase shifter is divided by five to supply
the local 100-ke signal for the Loran-C receiver. The ont-
put from the second phase shifter is used to generate
pulses at a megacycle rate for the clock. The eluieh output
also drives an integral control unit which adjusts the
frequency of the oscillator. If the Loran-C receiver loses
synchronization with the transmitter, the clutch is dis-
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engaged and the oscillator is allowed to free run. The
clock accuracy, until synchronization is re-established,
then depends upon the stability of the local oscillator.

Time synchronization: Loran-C is not presently in-
strumented to resolve time increments larger than 350
msec. However, identification of one-second increments
could be instrumented without affecting the navigation
accuracy. Increments of time not resolved by Loran-C
can easily be resolved by WWV,

Loran-C pulses are broadcast in groups of eight with
a group repetition rate (GRR) of 20 per second.” The
first pulse in one of these groups of eight occurs exactly
on the second at the master transmitter. Fig. 6 shows
some of these pulse groups and their relation to the pulse
transmitted by WWYV for a hypothetical site.

WWYV must be used to set the correct time into the
clock down to 50 msec. It may be used below this, but is
not necessary. Loran-C is now used to set the clock correct
to the nearest microsecond. In order to demonstrate the
technique used, the following example is given:

Assume, first, a location 1000 miles from a slave trans-
mitter with an all sea-water propagation path; and
second, a Loran-C receiver with an instrumentation
delay of 25 usec.

This information is now used to calculate the total delay
from the master transmitter to the GRR output of the
receiver.

Propagation time-master to slave:

2711.8 usec

Slave coding delay: 12,000.0 usec
Propagation time—1000 miles of sea water:

3373.1 usec

Receiver delay: 25.0 usec

Total delay: 20,109 .9 usec.

Fig. 6 shows the manner in which these delays are related.

¢ Bused on_ the Euast Coast Chuin, Fractional repetition rates
can be hundled by modified instrumentation techniques.
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At any time after the second, the first six counters will
have advanced some number of microseconds. This
number may be read out and displayed by commanding
the readout storage register. When this read command is
derived from the Loran-C receiver as shown in Fig. 6, the
number of microseconds will be 20,110, This is the sum
of all propagation and instrumentation delays from the
master transmitter to the receiver output.

If the readout register does not display this number of
microseconds, that is, if the second pulse in the clock does
not coincide with the second pulse at the master trans-
nitter, then the counters are adjusted until this number is
displayed. Once the microsecond counters have been set
and the counters from seconds to days have been set
using WWYV, no further adjustments need be made.
Since the oscillator is phase-locked to the one at the
master transmitter, any tendency to drift is immediately
corrected.

This completes the discussion of the clock and the
methods for microsecond syvuchronization. Since miero-
second time alone is not sufficient for this application,
serial time codes are generated tor recorders. The genera-
tion and distribution of these codes will now be discussed.

DrstriBurioN oF MicrosecoNp TIME

Generation and Distribution of Time Codes

Most timing distribution systems in current usage
generate all required codes at a central location and then
distribute each code separately to the user. Therefore, a
terminal site may have several channels carrying time
information to it. In the svstem to be described, the
single channel ix an integral portion of the time code




generator. That is, the code is not generated on time until
the required information reaches the terminal site. The
system can be described in three sections:

1) The encoder, which receives time information from
the clock and supplies code information to the link.

2) The link, a UHF transmitier and receiver,

3) The decoder, which takes the coded information
from the link and generates the necessary  time
codes.

The Encoder: The encoder takes time information from
the clock in decimal form and encodes it in such a manner
that all the information can he transmitted on a single
channel. The information which is included in the proto-
type system includes four proposed time codes for the
Inter-Range Instrumentation Group (IRIG) combi-
nation code, five time codes for the Atlantie Missile
Range (AMR), and one countdown, or “T"-time, code.
The IRIG codes include hoth binary-coded-decimal
(BCD) and straight, or pure, binary (SB). The AMR
codes are coded binary (CR).

The encoder may be further divided into several sub-
sections. These are the time generator, the rate generator,
the code generators, and the rode multiplexer,

The time generator: The time generator receives 10-line
decimal time from the clock aud produces three binary
time format outputs. Ten decimal-to-BCI) conversion
matrices produce the B('D output in a 4-line format from
tenths of seconds to hundreds of days. The coded binary
time is produced by three registers of bistable multi-
vibrators. The first register counts seconds up to 59 when
it is reset by a pulse from the clock. This register produces
a 6-line output for seconds. A second register counts
minutes up to 59 when it is reset by a pulse from the clock.
Again a 6-line ontput is generated for minutes. Finally, a
register counts hours up to 23 when a dock pulse resets
it. A 5-line output is generated. In order to generate the
time of day in straight binary sceonds, a register of 17
bistable multivibrators is used." This register counts
seconds from the clock and is reset once a day by a pulse
from the clock.

Rate derivation and format: In order to send 10 time
codes over a single-chanmel information Ik, some
method of multiplexing the code informatjon is required.
Such a scheme, emploving time-division multiplexing, s
shown in Fig. 7.

Because the fastest cade rafe to be transmitted ix 1000
pps, this rate was selected ax a1 hasic rate for the system,
The information to he transmitted s always contained
within a 1000-usec svie interval. In order to position the
information properly in the interval, the encoder must
sample the time 1 mser carly, then delay the information

10 This 8B register is not inclnded in the prototype equipment,
but the CB registers may he rewired 10 provide SB time.

I-IIIIIIIIIIIlI-I-IIIIII-IIlII-..---.-..-................

142 IRE TRANSACTIONS ON SPACE ELECTRONICS

AND TELEMETRY September-December
-
a8 C e
@ L
x @ X o, = - n 0

z Lt
cxrSS88, 4 +,, YU
KZLUE;QEUNP_%DJLU O o
=< a2 e L loar2E

' w W ow -
fPfeagfppoErdes
gaaa o o E el %vosss o
Eoooooggooﬂ-n&&&&“ =
w99999nmmmmm-___i &
lllllllJlilllHHll:!
O 10 20 30 40 50 € 70 80 90 100

SYNC INDEX (4 sec x (Q) ——s
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to the proper position in the syne interval. The receiver
then selects the information from the syne pulse to
generate the time codes. An additional 30 psec of time
advance are introduced so that {he propagation time
may automatically be corrected within six miles of the
transmitter.

The codes and rates which are derived are:

IRIG Codes AMPR Codes Rates
1 ppm 1 ppm 1 ppm -
1 pps 1 pps
2 pps 2 pps
20 pps 20 pps
100 pps 100 pps 100 pps
500 pps 500 pps

1000 pps 1000 pps

A total of nine code formats at seven rafes result. An
additional rate of 20 K pps is derived and js used to
correctly position the pulses in the syne interval. The
technique used to derive these rates is shown in Fig. 8.
A 100 X pps rate is gated to derive a 20 K pps rate which
i 30 usec carly. This rate is then gated down to 1000 pps,
also 30 wsee early. All the rates which follow are derived
from the 1000-pps gate, 1030 usee early,

Code generators: The code generators must use the
desired rates to generate a signal which is multiplexed into
the syne interval. Two methods are avajlable to perform
this generation, one conventional and one not so con-
ventional. The conventional method uses two paralle]
registers and produces a serial output. One register counts
time and is transferred into the second, which is a shift
register. The information i shifted ont of the register and
generates a time code at the output. In the second and
unconventional method which is used in this encoder,
prior knowledge is used 10 sample time information stored
I a register. Figs. 9 and 10 demonstrate the required
information and how it is used.

In order to determine the proper place in the syne
format at which a particular point in the time register
must be sampled, the time code must he inspected. Fig,
9 shows the first portion of a proposed IRIG 100-pps
code. Because the time code is desived at the correct time
at the terminal equipment, advance sampling of 1030
psee is used at the transmitter.
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Fig. 10—Example of a 100-pps time code generator.

For example, in order for the 10-second bit to oceur at
the terminal equipment exactly on index count number
six, the 10-second BCD output must be sampled during
the index interval beginning on count five. Since, for this
code, index count five always corresponds to a time 30
misec after the second, outputs from the beam-switching
tubes in the divider are used to select this interval for
sampling. Fig. 10 shows the logical AND gate used to
sample this time, while Fig. 11 shows a timing diagram
of the sampling operation. In order to avoid ambiguity
between 50 msee and 130 or 250 msee, the zevo output
from the tenth-second counter (marked as 000 msee) is
used along with the number five output of the 10-msec
counter (marked as 50 msec). This sampling technicue
1z used for each information blt in this code.

This method will obviously only generate a ONE for
the time bits. Some simple method must be devised to
generate ZIEROS for the time bits and for all other index
counts except the reference marks as well as to generate
the reference marks. Fig. 10 also shows the method used
to generate a ZERO unless a ONE or a MARK is to be
generated. The rate, in this case 100 pps, is used to set a
bistable multivibrator whose output feeds a 3-input AND
gate. This bistable multivibrator is reset after 2 msee.
The other two inputs to the gate are inhibited by other
bistable multivibrators, one for the ONT. code and one
for the MARK. If neither bistable multivibrator is set
by a ONE or a MARK pulse, then the output of the
ZERO bistable multivibrator appears at the code output.
If either the ONII or MARK bistable multivibrator is
set, the ZERO output is inhibited. The ONE and MARK
are mutually exclusive, as is seen from the code format.

The reset pulses for the bistable multivibrators are
derived from the clock divider. The “mark’ set pulses are
derived in the same manner as the “one” pulses, except
a 3-input AND gate is used."

Code multiplexer: The code multiplexer takes the
information from the nine code generators (four IRIG,
five 'AMR) and multiplexes it onto a single channel for
broadeast over the UHF link. Fig. 12 shows a portion of
the multiplexer which demonstrates how this is accomp-
lished.

The 1000-pps rate, which synchronizes the receiver, is
fed directly to the code multiplexer output. The inputs
from the code generators must euch be delayed to its
unique position in the syue interval. The information
which is actually broadeast consists of set and reset
pulses. This information is derived from the rate and length
of the code generator output pulse. Since all codes of the
same rate, regardless of format. rurn on at the same time,

1 Speciul techniques are nsed on the 500- and 1000-pps codes.

—
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each rate is delayed to jts correct position in the syne
interval and transmitted. The 20-K pps rate is used as a
reference to correctly position the pulse exactly on a 50-
usec mark in the interval. This is demonstrated for the
100-pps rate in Fig. 12, In order to generate the reset
pulse for the code, the output of the code generator is
differentiated to initiate ifs delay. Again, the 20-I pps
rate is used to re-establish the system accuracy. This
procedure is repeated for each rate and code.

It should be noted that the relative position of the pulses
within the sync interval is immaterial. Because of the
system logic, the set pulse will always occur in an interval
which precedes the reset pulse. However, hecause of some
symplifications made in the demodulator, the 100-pps
reset pulses should appear as shown in Fig. 7. This will be
discussed shortly.

The Information Link- The link must transmit the
information from the output of the encoder to the input
of the decoder. A UHF distribution system is employed
in the prototype system. This includes a single transmitter
at a central location and a receiver at each recording site.

The transmitter: The transmitter which is used in this
system is a simple pulsed cavity oscillator. A blocking
oscillator is used to pulse the cavity which operates at a
frequency of 1.75 G¢.'® A coaxial transmitting antenna is
mounted at a height ahove nearby obstacles. '

The receiver: The receiving antenna is a dipole mounted
In a corner reflector or hori, The antenna feeds a erystal
mixer. The local oscillator is another cavity oscillator
which operates continuously, A 60-M¢ IF strip provides
the required gain. The detected output from the IF strip
is fed directly to the input of the decoder,

Using  this relutively simple system, signals
received at a range of 40 miles with a SNR of 20 dh.

The Decoder: The decoder must take the output from
the receiver, separate the syne pulses, examine the syne
interval for information. and generate the time codes,
Two units are used to perform these functions, a sVhe
interval demodulator, which separates the syne pulses

were

2 Ge = Gigaeyeles = 109 epa.
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from the rest of the information and generates 4 ramp
output. and a time code demodulator, which uses the
ramp and syne pulses to examine the syne interval for
Information to generate a time code and rate output.

The syne interval demodulaeor: The syne interval de-
modulator is required at every site in order to separate
the 1000-pps syne pulses and to generate the ramp which is
required for code demodulator,

The broadeast code format is such that the last 100
usec of the svne interval are always vacant and alternate
syne intervals are usually vacant (Figs. 7 and 14). These
empty spaces are used to simplify the synchronization of
the demodulator. The manner in which the syne¢ demodu-
lator operates is shown in Figs. 13 and 14. The first pulse,
no matter when it occurs, passes through an AND gate
and triggers a bootstrap ramp generator. The bootstrap
inhibits the gate for the length of the ramp, 900 usec.
After the bootstrap has removed the gate inhibition, the
next pulse is allowed through to repeat the cycle. If the
first pulse occurred in the middle of some particular syne
interval, then the ramp will turn off in the middle of the
following interval, which will probably be empty. Fig. 14
shows how the unsynchronized ramp would be synchro-
nized by the IF output using the syne pulses and empty
intervals.

The outputs which are produced by the svne interval
demodulator are: first, the ramp, which is used to generate
the delays required for the code demodulator; second, the
syne pulses, which are used to synchronize the various
time codes within a microsecond; and third, a test pulse,
which would be used as an aid for tests and alignment.
This test pulse is derived in exactly the same manner
as the rate, or svnchronized set, pulses in the code de-
modulator and is usually adjusted for a I-pps output.

Time code and rate demodulator: The code demodulator
must take the outputs from the syne demodulator and
use them, along with the IF output, to generate the desired
time code. One such demodulator is required for each code
output desired. Figs. 15 and 16 deseribed the operation
of a typical demodulator.™

The ramp output from the syne demodulator is used
with a delay pickoff to select a portion of the syne interval
to be examined. The portion of the interval which is
examined is different for each code. Because of the manner
in which the codes are generated in the encoder, the set
pulse will occur in an interval which is several milliseconds
ahead of the interval contaj ning the reset pulse. Therefore,
the relutive position of the set and reset pulses in the syne
interval is arbitrary, When 4 set pulse oceurs in the interval
at the point where the delay pickoff is sampling, a gate is
opened which allows the next svue pulse to set a histable
multivibrator. This is the bistable multivibrator which
produces the code output. This svuchronized pulse oceurs

1 All the demodulators are identienl except for the H500- and

1000-pp= codes.
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Fig. 16—Demodulator timing diagram.

at the code rate, correct in time, and is brought out
separately as o repetition rate. When the reset pulse
veeurs in the interval and is recognized by the delay
pickoff, it is used directly to reset the output bistable
multivibrator. This meuns that the reset pulse is not
svhchronized with the 1000-pps svne rate. The effect -of
this operation on the code output is negligible. The differ-
ence between a pulse 2000 psee wide and one 2050 usec
wide is barely discernable at a 100-pps rate and is even
less so at the slower code rates. Since the percentage error
is potentially greatest on the 100-pps code, these reset
pulses are spaced clogest to the front of the interval.

The instrumentation used for the 500- and 1000-pps
codes is different partially because of format and partially
because of speed. The 500-pps (AMR) code is a presence-
absence code which is sent for only 38 msec each second.
The 1000-pps (IRIG) code occurs at the same speed as
the syne pulses. Instead of using separate set and reset
pulses for these codes, a single pulse technique is used
along with monostable multivibrators, Approximately the
same technique is used in the 1000-pps demodulator as is
used in the code generators to produce a ZERO output
unless instructed otherwise. This eliminates the need of
sending 1000-pps code information in every interval.

C'ONCLUSION

While this system is designed primarily for missile
range timing, there are many other applications where
timing to the indicated accuracy is desired. Some examples
of these applications are:

1) The positioning of high-altitude aircraft by means
of a UHF pulse broadcast from the aircraft and
received at several locations against a common time
base.

2) The location of thunderstorms by precisely fixing
lightning discharges.

3) The accurate position fixing of nuclear detonations
by similar technicues,

4) The precise measurement of time variations on HF
transmission such as WWV ax an aid to better under-
standing of propagation phenomena.

The distribution of accurate time in large metropolitan
areas ean be accomplished by use of the system described,
but using a television station for the link. In this manner,
one centrally loecated clock eould supply microsecond
tine to an entire metropolitan arvea such as Los Angeles.

During the summer of 1960, the system was completed
by the National Bureau of Standards, Boulder Labora-
tories, Central Radio Propagation Laboratory, Navi-
gation Systems Section. Except for the beam-switching
tubes in the divider, the UHF transmitter and receiver,
and portions of the Loran-C' receivers, solid state circuitry
is used throughout.
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Logical OR Circuit

Logical AND Cireuit

Amplifier (no inversion)

Emitter Follower

Bistable Multivibrator (i p-tlop)
AR ‘IS? : :s;eltnﬁlglut cannot be used together
R i T = toggle input (for symmetrical triggering)
1 : 44 £
0 = output after reset
1 = output after set
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Bistable Multivibrator (flip-flop)

J = set input
K= I'O;ct ]inltmut - ean be used together

FF

[}

Monostable Multivibrator (one-shot or delay multi-
vibrator)
omy N
T wsec G
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set input

gate output

delayed trigger output
duration of delay
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Geometric Aspects of Satellite Communication®

F. W. SINDENt axp W. L. MAMMEL#

Summary—If a system of communications satellites is uncon-
trolled after launching, service interruptions are inevitable. The
amount of interruption depends on the number of satellites, their
altitude, the orbit inclinations, the distance between ground stations,
the acceptable signal-to-noise ratio, and other parameters. Various
relations between these quantities are presented in tables and
graphs, and are illustrated by examples.

I. InTRODUCTION

HE IDEA of using artificial carth satellites to

relay radio messuges of various kinds is heing

seriously studied. Either of two syvstems appears
feasible. One would consist of two or three satellites at
22,000 miles, and the other would consist of a great many
satellites at one or two thousand miles, A satellite at just
the right altitude (~ 22,000 miles) would make one
revolution in 24 hours, and if its orbit were in the plane
of ‘the equator, it would appear to remain stationary,
Fixed antennas pointed at the satellite could be used to
ommunicate between distant points on earth. The
other system would require tracking the satellites with

* Received by the PGSET, August 14, 14960.
1 Bell Telephone Lahs., Tnc., Murray Hill, N. J,

movable antennas and switching from oune satellite to
another as thev appeared and disappeared over the
horizon. Both systems have long lists of advantages and
disadvantages. In the present paper we consider only
low-altitude systems.

It is not necessary for low-altitude satellites to carry
celectronic equipment. Simple reflectors, though they
require large transmitter power, do not appear infeasible,
and have the tremendous advantage of simplicity, Ex-
periments on 100-font metal-coated mylar balloons are
currently: being condueted. Many questions on meteor
puncturing, drag, ete., remain to be answered, but at the
present time, halloon satellites appear promising. In the
present. paper we consider mainly satellites of this 1vpe,
though some of the results apply also to satellites bearing
electronie equipment.

Plane waves impinging on a sphere are reflected very
nearly isotropically if the wavelength is small compared
to the diameter of the sphere. Hence signals reflected from
an orbiting mylar balloon will be available to the receiver
as long as {he balloon is in sight. When it disappears to
either the transmitter or the receiver, both will have to
switch simulianeously to a new satellite. If no other
satellite is availuble, service will necessarily be interrupted
until one appears,

_——
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